The North Wall Arts Centre

Technical Specification – Drama Studio
Lighting

Control

ETC Smartfade 24/48


Building wide DMX patch

Dimming
36 x 10A Betapack dimmers

Lanterns



18
Source 4 Jr. zoom 22/50o
575W


18
Source 4 zoom 25/50o
575W


8
Source 4 36o
575W


12
Source 4 26o 
575W


4
Source 4 19o
575W


12
Selecon Rama PC
1200W


18
Selecon Acclaim Fresnel
650W


28
Thomas Par64 (CP62)
1000W


8
Par16 Birdies & transformers
50W


8
Thomas cyc flood
1000W

These lanterns are shared with the main theatre; please let us know your requirements as soon as possible so that arrangements can be made. 
Sound

Allan & Heath MixWizard 14:4:2 mixing desk 
The desk and playback rack can be patched into several points around the studio, as can 2x8 way XLR stage boxes for mic sends etc. There are also patch facilities for intercom and video.
2
Denon DN-C636 CD player
2
Tannoy V12 full range loudspeaker
Rigging / Drapes
At the US end of the theatre there is the facility to hang fitted black drapes over the wood panelled wall. Over the acting area there is a fixed square grid of lighting bars. Additional rigging on this grid is possible, but must be arranged via the venue technician.
Dimensions

Width

9.9m

Depth 

12m

Height to grid
3.5m

Up stage of this space is a crossover corridor

